


SEQ 
NO 

QTY Item ID Item Name 
Dimension  

Standard-ID Basic Material Net 
Weight 

001 1 PAAD367359 RIB 
  W-FU-355-J0 28.6 

002 1 107.398.394.500 EPOXY RESIN 
   0.001 

003 56 107.345.876.004 ROUND NUT 
M36  W-FA-42CrMo-QT 0.63 

004 8 PAAD371093 SLEEVE 
  W-FA-34CrMo-QT 7.28 

005 8 PAAD371033 BUSH 
  W-FU-355-J0 4.4 

006 56 PAAD371100 ELASTIC BOLT 
  W-FA-42CrMo-QT 3.1 

007 8 PAAD371025 CONICAL SOCKET 
  W-FA-34CrMo-QT 5.7 

008 48 PAAD371030 CONICAL SOCKET 
  W-FA-34CrMo-QT 2.3 

009 48 PAAD371091 BUSH 
  W-FU-355-J0 7.9 

010 1 107.367.119.001 SEALING PIECE 
   0.001 

011 8 PAAD103756 JOINT DISC 
  W-FU-235-JR 0.001 

012 56 107.410.789.001 SPHERICAL ROUND NUT 
M36  34CrMo4 

SCM 435 0.85 

013 48 107.401.837.001 PLUG 
   0.2 

016 3 PAAD139256 ENGINE SIDE STOPPER 
   36.6 

017 3 PAAD139302 ENGINE SIDE STOPPER 
   35 

018 6 PAAD140810 WEDGE 
  W-FU-235-JR 6.9 

019 1 107.412.130.500 FITTING INSTRUCTIONS 
   0.001 
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ENGINE SEATING/FOUNDATION 
Foundation Arrangement: STANDARD 

Bill Of Material Dimension  
Copyright Winterthur Gas & Diesel Ltd. All rights reserved. 
By taking possession of the document the recipient 
recognizes and honours these rights. Neither the whole nor 
any part of this document may be used in any way for 
construction, fabrication, marketing or any other purpose nor 
copied in any way nor made accessible to third parties without 
the previous written consent of Winterthur Gas & Diesel Ltd. 

Units [m] [kg] Basic Material  Net Weight 1180 
Main Design Yes Design Group 9710 Q-Code XXXXX Standard WDS 

Qty 
per Engine A4 Item 

ID PAAD365793 BOM 
Page/s 01/01 

mhu019 11.07 .2022 CNAA002186

Appr oved

https://www.wingd.com/documents/concept-guidances/dg9710-engine-seating-foundation-fitting-instruction/


mhu019 11.07 .2022 CNAA002186

Appr oved
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4 3
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Appr oved

4 3



SEQ 
NO 

QTY Item ID Item Name 
Dimension  

Standard-ID Basic Material Net 
Weight 

001 1 PAAD367359 RIB 
  W-FU-355-J0 28.6 

002 1 107.398.394.500 EPOXY RESIN 
   0.001 

003 64 107.345.876.004 ROUND NUT 
M36  W-FA-42CrMo-QT 0.63 

004 10 PAAD371093 SLEEVE 
  W-FA-34CrMo-QT 7.28 

005 10 PAAD371033 BUSH 
  W-FU-355-J0 4.4 

006 64 PAAD371100 ELASTIC BOLT 
  W-FA-42CrMo-QT 3.1 

007 10 PAAD371025 CONICAL SOCKET 
  W-FA-34CrMo-QT 5.7 

008 54 PAAD371030 CONICAL SOCKET 
  W-FA-34CrMo-QT 2.3 

009 54 PAAD371091 BUSH 
  W-FU-355-J0 7.9 

010 1 107.367.119.001 SEALING PIECE 
   0.001 

011 10 PAAD103756 JOINT DISC 
  W-FU-235-JR 0.001 

012 64 107.410.789.001 SPHERICAL ROUND NUT 
M36  34CrMo4 

SCM 435 0.85 

013 54 107.401.837.001 PLUG 
   0.2 

014 3 PAAD139256 ENGINE SIDE STOPPER 
   36.6 

015 3 PAAD139302 ENGINE SIDE STOPPER 
   35 

016 6 PAAD140810 WEDGE 
  W-FU-235-JR 6.9 

017 1 107.412.130.500 FITTING INSTRUCTIONS 
   0.001 

       

Pr
od

. 7 
7 

X62-S2.0 
X62DF-A-S1.0 

7 
7 

X62DF-S1.0 
X62DF-S2.0 

 
 

 
 

 
 

 
 

Ch
an

ge
 H

ist
or

y 

        

        

        

- npa101    Main Design/Drawing Introduced - - 

Rev. Creator Approver  Approval Date Change ID Change Synopsis Activity Code E C 

 

ENGINE SEATING/FOUNDATION 
Foundation Arrangement: STANDARD 

Bill Of Material Dimension  
Copyright Winterthur Gas & Diesel Ltd. All rights reserved. 
By taking possession of the document the recipient 
recognizes and honours these rights. Neither the whole nor 
any part of this document may be used in any way for 
construction, fabrication, marketing or any other purpose nor 
copied in any way nor made accessible to third parties without 
the previous written consent of Winterthur Gas & Diesel Ltd. 

Units [m] [kg] Basic Material  Net Weight 1313 
Main Design Yes Design Group 9710 Q-Code XXXXX Standard WDS 

Qty 
per Engine A4 Item 

ID PTAA051990 BOM 
Page/s 01/01 

mhu019 20.01.2023 CNAA003121

Appr oved

https://www.wingd.com/documents/concept-guidances/dg9710-engine-seating-foundation-fitting-instruction/


mhu019 20.01.2023 CNAA003121

Appr oved
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ȨȠȱɭɮɭ  ɄȱȬȯȥȨɭɦɲɭɬɲɬɮɬɮ
ȦȬȞɮɭɤ  ɒȞȭɭɦɲɭɬɲɬɮɬɮ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



   
ɍɈɆɮɮɬ  ɈȡȠȟȯȱɮɦɲɮɪɲɬɮɮɥ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



   
Ɉɋɖɮɮɭ  ɋȯȡȳȱȬȯȡɬɮɲɮɥɲɬɮɮɪ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ
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4 3



ȨȠȱɭɮɭ  ɄȱȬȯȥȨɭɦɲɭɬɲɬɮɬɮ
ȦȬȞɮɭɤ  ɒȞȭɭɦɲɭɬɲɬɮɬɮ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



ȨȠȱɭɮɭ  ɄȱȬȯȥȨɭɦɲɭɬɲɬɮɬɮ
ȦȬȞɮɭɤ  ɒȞȭɭɦɲɭɬɲɬɮɬɮ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



ȨȠȱɭɮɭ  ɄȱȬȯȥȨɭɦɲɭɬɲɬɮɬɮ
ȦȬȞɮɭɤ  ɒȞȭɭɦɲɭɬɲɬɮɬɮ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



ȨȠȱɭɮɭ  ɄȱȬȯȥȨɭɦɲɭɬɲɬɮɬɮ
ȦȬȞɮɭɤ  ɒȞȭɭɦɲɭɬɲɬɮɬɮ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



ȨȠȱɭɮɭ  ɄȱȬȯȥȨɭɦɲɭɬɲɬɮɬɮ
ȦȬȞɮɭɤ  ɒȞȭɭɦɲɭɬɲɬɮɬɮ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



   
Ʉɋɚɮɮɭ ɮɫɲɮɪɲɬɮɮɧ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



ȦȬȞɮɭɤ  ɒȞȭɭɩɲɭɭɲɬɮɭɬ
ȜȜȡɮɮɭ  ɀȡȤȲȧȯȜȠȨȫɬɤɲɭɭɲɬɮɭɬ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



ȜȜȡɮɮɭ  ɀȡȤȲȧȯȜȠȨȫɬɫɲɭɬɲɬɮɭɮ
ȰȠȟɮɮɤ  ɄȟȡƬȰȯȱȨȯɬɫɲɭɬɲɬɮɭɮ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



   
ɍɈɆɮɮɬ  ɈȡȠȟȯȱɮɫɲɮɦɲɬɮɮɥ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



ȳȮȞɮɮɩ  ɕȞȡȡȯȡɮɦɲɭɭɲɬɮɭɫ
ȲȮȡɮɮɩ  ɕȡȯȫɮɦɲɭɭɲɬɮɭɫ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



ȳȮȞɮɮɩ  ɕȞȡȡȯȡɮɦɲɭɭɲɬɮɭɫ
ȲȮȡɮɮɩ  ɕȡȯȫɮɦɲɭɭɲɬɮɭɫ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



ȳȮȞɮɮɩ  ɕȞȡȡȯȡɮɦɲɭɭɲɬɮɭɫ
ȲȮȡɮɮɩ  ɕȡȯȫɮɦɲɭɭɲɬɮɭɫ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



ȳȮȞɮɮɩ  ɕȞȡȡȯȡɮɦɲɭɭɲɬɮɭɫ
ȲȮȡɮɮɩ  ɕȡȯȫɮɦɲɭɭɲɬɮɭɫ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ
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ȳȮȞɮɮɩ  ɕȞȡȡȯȡɮɦɲɭɭɲɬɮɭɫ
ȲȮȡɮɮɩ  ɕȡȯȫɮɦɲɭɭɲɬɮɭɫ

ɚȣ
ȣȡ

Ȥȝ
ȯȰ



 

 
 

DISCLAIMER 

 

© Copyright by Winterthur Gas & Diesel Ltd. 

All rights reserved. No part of this document may be reproduced or copied in any form or by any means (electronic, mechanical, graphic, photocopying, recording, taping 

or other information retrieval systems) without the prior written permission of the copyright owner. 

 

THIS PUBLICATION IS DESIGNED TO PROVIDE AN ACCURATE AND AUTHORITATIVE INFORMATION WITH REGARD TO THE SUBJECT-MATTER COVERED AS WAS AVAILABLE 

AT THE TIME OF PRINTING. HOWEVER, THE PUBLICATION DEALS WITH COMPLICATED TECHNICAL MATTERS SUITED ONLY FOR SPECIALISTS IN THE AREA, AND THE 

DESIGN OF THE SUBJECT-PRODUCTS IS SUBJECT TO REGULAR IMPROVEMENTS, MODIFICATIONS AND CHANGES. CONSEQUENTLY, THE PUBLISHER AND COPYRIGHT 

OWNER OF THIS PUBLICATION CAN NOT ACCEPT ANY RESPONSIBILITY OR LIABILITY FOR ANY EVENTUAL ERRORS OR OMISSIONS IN THIS BOOKLET OR FOR 

DISCREPANCIES ARISING FROM THE FEATURES OF ANY ACTUAL ITEM IN THE RESPECTIVE PRODUCT BEING DIFFERENT FROM THOSE SHOWN IN THIS PUBLICATION. 
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Winterthur Gas & Diesel S.A. Winterthur, Switzerland  

         

MIDS – Engine Seating Foundation (DG9710) 
WinGD X62-S2.0 + X62DF-S1.0 + X62DF-S2.0 + X62DF-A-S1.0 + X62DF-M-S1.0 

 
TRACK CHANGES 

 

DATE SUBJECT DESCRIPTION 

2020-12-18 DRAWING SET First web upload 

2021-02-08 
DAAD138184 
DAAD138204 

Main drgs – new revision 

2022-03-02 PAAD365793 Main drg – new revision 

2022-07-11 PAAD365793 Main drg – new revision 

2023-01-20 PTAA051990-- Main drg. 7cyl – new drg. 

2023-01-08 PAAD139300 New revision 
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